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School Bus Stop Site Situation Review 

Perform this review for all proposed as well as existing school bus stops. 

Stop Site Situation Yes No Comments 

A) Bus Signal Mode      

Overhead Red Lights    

Hazard Lights   Approval needed for all stops. 

B) Speed Limit      

>45 mph   Hazard light stop off roadway 

≤45 mph   Hazard light stop on roadway 

C) Sight Distance      

≥400'   

}>35mph speed limit ("T" 

Intersections) <400'   

≥200'   }≤35mph speed limit ("T" 

Intersections) <200'   

D) Student Movement      

Crossers   Only red light stops 

No Crossers   Possible hazard light stop 

E) Number of Traffic Lanes      

<3    

≥3   No crosses with red light stops 

F) Distance from Intersection      

≥200'    

<200'   
Approval for all stops-red light 

& hazard 

No Intersection    

G) Signalized Intersection      

Yes.  Bus stop ≥50'    

Yes.  Bus stop <50'   No red light stops. 

No Signalized Intersection    

H) Traffic Lanes      

No Separation    

Physical or land separation   No crossers allowed 

I) School Bus Position      

On Roadway   Crossers @ bus stop 

Off Roadway   

Only red light for right pick up 

Hazard light stops >45mph 

 


